IPv6 Lab

Objective

Using a dual stack topology, this lab investigates securing the router ant
the network.

Lab Topology

The initial lab topology sets up 6 autonomous systems, each with four ro
is the border router (for connecting to transit providers), one router is tr
the rest of the network operator s core network), one router is a peering
private peers and IXPs), and one router is an access router (nominally w
network).

The lab will start simply by con@ guring each autonomous system, and ma
via their transit provider. The address plan for the entire network is des¢
Plan](address-plan) document. The initial set up is shown below.





https://www.bgp4all.com/pfs/_detail/training/apnic-ipv6-nc/peering-0.png?id=training%3Aapnic-ipv6-nc%3A0-setup

Preliminary

Introducing the lab

This workshop uses Cisco 10S routers running 10S, but on the Dynamips
translates the Cisco 7200 router processor instructions in 10S to those o
allowing Cisco 10S images, and therefore network con3 gurations, to be r
(usual Linux or MacOS based).

The lab will have been preconi gured by the instructors, allowing particip
exercises directly. Please read the following steps carefully.

Accessing the lab

Each participant will be assigned to a group. Depending on the number o
person or a group will be responsible for the conB guration of a router. Y
work on a diR erent router so that you have the opportunity to understand
point of view.

As you go through the exercises, you will see examples of con3 gurations
Make sure to take those examples and adapt them to your own router, ne
and addressing scheme. Use the diagrams to guide you.

Refer to the [Lab Access Instructions](lab-access) document for informat
routers that have been assigned to you.

Basic Router Conl3 guration

The following conR guration examples show the suggested/recommended c
implemented on the routers in each gRXup.tRepdaampghes with the router ty
(either B for Border or C for Core or P for Peering or A for Access) and (

The following con guration examples show the suggested/recommended c
implemented on the routers in each gRXup.tRepdaampghes with the router ty
(either B for Border or C for Core or P for Peering or A for Access) and (

Name the router

Router> enable
Router# config terminal
Router(config)# hostname RX

ConB gure Authentication



aaa new-model

aaa authentication login default local
aaa authentication enable default enable
username v6lab secret lab-PW

enable secret lab-EN

service password-encryption

line vty 0 4

transport preferred none

line console O

transport preferred none

ConB gure logging

no logging console
logging buffered 8192 debugging

Disable DNS resolution

no ip domain-lookup

Activate IPv6 routing

Turn on IPv6 Routing and activate IPvé CEF (not on by default in Cisco |

ipv6é unicast-routing
ipvé cef

Disable source routing for IPv4 and IPv6

no ip source-route
no ipvé source-route

Path MTU Discovery

Enable Path MTU Discovery on the router - this is not enabled by default
plane (but it is enabled by default now for BGP).

ip tcp path-mtu-discovery
Exit conld guration mode and save

end
write memory



Summary of the commands entered

Turn OB Domain Name Lookups

Cisco routers will always try to look up the DNS for any name or address
line.

Disable Command-line Name Resolution

The router by default attempts to use the various transports it supports t
entered into the command line during normal and conf3 guration modes.

Enable IPv6

Cisco routers with an 10S supporting IPv6 currently do not ship with IPv¢

Enable IPv6 CEF

Unlike IPv4, CEFv6 is not enabled by default.

Disable IPv4 and IPv6 Source Routing

Unless you really believe there is a need for it, source routing should be
by default, allows the router to process packets with source routing head
well-known security risk.

Usernames and Passwords

All router usernames sthabdddepassword shiabl-dP W€ onl3 guration mode pass
should llad - E.N

service password-encryption

This directive tells the router to encrypt all passwords stored in the rout
*enable secret* which is already encrypted).

Enabling login access for other teams

This is done usdag hteav-modiéetective in 10S.



ConR gure system logging

A vital part of any Internet operational system is to record logs. We disa
record all logs in a 8192 byte buB er set aside on the router.

Interface Conld guration

Loopback

First we will conB gure the Loopback interface of each of the routers.

On CX:

interface LoopbackO

description Loopback of CX

ip address 100.68.X.2 255.255.255.255
ipv6 address 2001:DB8:X::2/128

You will need a similar con3 guration for the Peering, Access and Border

Links to other Routers

Now we will conB gure the router physical interfaces according to the diag

The conB guration example below shows what to do for the link between C
set up similar conB guration for the links between CX and AX and betweer

On CX:

interface GigabitEthernetl/0

description P2P Link to BX

ip address 100.68.X.17 255.255.255.252
no ip directed-broadcast

no ip redirects

no ip proxy-arp

ipv6 address 2001:DB8:X:10::0/127

ipv6 nd prefix default no-advertise

ipv6 nd ra suppress all

no shutdown

On BX:

interface GigabitEthernetl/0

description P2P Link to CX

ip address 100.68.X.18 255.255.255.252
no ip directed-broadcast



no ip redirects

no ip proxy-arp

ipv6 address 2001:DB8:X:10::1/127
ipve nd prefix default no-advertise
ipv6é nd ra suppress all

no shutdown

Explanations for some of the commands used
no ip directed-broadcast
An IP directed broadcast is an IP packet whose destination address is a

some IP subnet, but which originates from a node that is not itself part o

Because directed broadcasts, and particularly Internet Control Message |
broadcasts, have been abused by malicious persons, we recommend disal
broadcast* command on any intereface where directed broadcasts are not

no ip proxy-arp

Proxy ARP is the technique in which one host, usually a router, answers
another machine. By faking its identity, the router accepts responsibilit
real destination. Proxy ARP can help machines on a subnet reach remot
to conB gure routing or a default gateway.

Disadvantages of proxy arp:

- It increases the impact of ARP spood ng, in which a machine claims to b
intercept packets.

- It hides network misconB gurations in hosts

- Hosts will have larger ARP tables

no ip redirects

ICMP redirects can be sent to a host when the router knows that another
has a better path to a destination. If a hacker installs a router in the net
legitimate router to learn these ilegitimate paths, the hacker’s router wil
traB ¢ thanks to ICMP redirects. Thus, we recommend that you disable thi
interfaces.

ipv6 nd ra suppress

IPv6 router advertisements are sent periodically by routers to inform hos



and to allow hosts to autoconR gure themselves using stateless autoconf ¢
not necessary on point-to-point interfaces.

ipve nd preB x default no-advertise

This prevents the router from sending any pre3 xes as part of router adve
not auto-conlB gure itself with a global IPv6 address. This is helpful for I
suppress solicited RA messages.

Connectivity Testing

Do some PING tests

Cl# ping 100.68.1.18 <- B1
Cl# ping 2001:DB8:1:10::1 <- B1
Cl# ping 100.68.1.22 <- P1

Cl# ping 2001:DB8:1:11::1 <- P1

and then verify the output of the following commands:

show arp : Show ARP cache

show interface : Show interface state and config
show ip interface : Show interface IP state and config
show ipv6 neighbors : Show IPv6 neighbours

show ipv6 interface : Show interface state and config
show cdp neighbors : Show neighbours seen via CDP

Save ConlBR guration

Verify and save the conl3B guration.

show running-config
write memory
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